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Dry Fertilizer Applicator

QUICK REFERENCE CHART - REPLACEMENT PARTS

CONVEYOR CHAIN 179-1/2 inch

F90300034X
CONVEYOR CHAIN 199-1/2 inch FAN GEAR BOX
F90300046X F16024760X
CONNECT BOLT FAN GEAR BOX KIT
F90300015X F16014768X
540 RPM PTO - Orange REAR U-JOINT
F16024812X F16024868X
TELESCOPING SHAFT
FEMALE GUARD TUBE F16024864X
Orange
F90304135X \
MALE GUARD TUBE —_ L6W REPAIR KIT
Orange F90304172X (2)
F90304136X \
CLEVIS ASSEMBLY LIVE AXLE
F16024838X \ HUB & CUPS (200)
F16025111X
ﬂ?ggﬁg’g&mw N-S. V-BELT SET LIVE AXLE SHAFT / PIN (200)
F90300038X F16024898X
JACK ASSEMBLY O.S.
F90610074X
- COMPOSITE DRAWINGS REPRESENTING MOST FEATURES -
ASSEMBLY N.S (NOT SHOWN)
T TARP ASSEMBLY
-—
F16014727X PTX 6 ET

F16014607X

FAN SUPPORT ASSEMBLY
F16024610X
FAN SUPPORT HORZ LT.
F16034644X

FAN SUPPORT HORZ RT. CONVEYOR DRIVE

F16034645X 2-SPEED GEARBOX

F16024955X
FAN SUPPORT COVER
F16034646X

—
FAN / VANE ASSEMBLY N.S. HUB & CUPS (200)

F16024995X F16025110X
FAN / VANE ASSEMBLY O.S.
F16024702X
RIM ONLY (200)
FAN VANE KIT N.S. = FAN VANE KIT O.S. 16-1XW14C
F16014750X CURVED (6-BOLT)

F16018013X F160-1-4803X

Brothers Equipment - Your Authorized Dempster Parts Supplier
(NOTE: Call for pricing and complete list of replacement parts)
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Versatile - Economical - Universal Conveyor

The Tyler by Dogyle FLC Field Loader
Conveyor is today’s answer to your remote
fertilizer or grain loading application. It’s
completely portable and has a self-contained
engine/hydraulic drive that let’s you adjust
the 24” belt speed from 0 to 550 fpm to match
the material and discharge rate you desire.

A remote controlled discharge chute lets you
“throw” material off of the conveyor end or direct
it straight down for precise loading control.
The 10’ horizontal section is only 6” deep

and fits under most rail cars and trucks to
save the added expense of a separate
undercar conveyor.

Discharge height of 13'6” makes it easy to
fill transport or floater trucks. The Field
Loader is exactly balanced for easy one
man hook-up. And an 80" wheel track gives
it excellent stability in transport.

Heavy gauge channel iron construction
builds in the durability you need at a price
you can afford; including the 304 Stainless
Steel model!

For maximum performance, efficiency
and dependability, you can’t beat the
Field Loader from Tyler &y Degtle.
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Co) blend systems

In-line or right angle installations or rear end discharge (opposite fill side) also available.

r

- A
SN b =0

-
l:' b & ”*

Hi-Speed
Low Profile
5 and 8-ton Capacity

When you are ready to move material, move up to a Kraus
hi-speed blend system. It s the only fertilizer weigh hopper with the
unitized conveyor that delivers up to five tons of material (62 pcf)
per minute to the blender with a 20" belt. The unitized conveyor is
factory assembled to the weigh hopper for easier, faster field
installations. The transition hopper between the weigh hopper and
the conveyor is totally enclosed and permanently sealed to reduce
spillage.

u

Fertilizer Blending Equipment
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Please call us for pricing on updating your present system.

8




Choose Reliable KRAUS
Fertilizer Handling Equipment

e K-60P We know that you want RELIABILITY from a fertilizer handling equipment

Jm‘- e, CIﬁS::,irrs manufacturer, and that s what KRAUS gives you. We use the heaviest

gauge materials in the industry, stainless steel whenever possible, and
back this up with the best warranty in the industry. These KRAUS
differences add up to a product and company that perform the best in the
fertilizer industry.

BROTHERS EQUIPMENT INC.

NEBRASKA 800-742-7746 « OUT OF STATE 800-228-4582 J

Bucket Elevator K-24P Portable Tri-Roller Conveyor

The Kraus product line also includes a variety of receiving systems that
provide fast, efficient and economical unloading of railcars or trucks.

K-12S Undercar Conveyor K-816 or 824 Portable Undercar Conveyor

Portable Chainbelt Conveyor Chainbelt Conveyors
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P.V.C. FERTILIZER CONVEYOR BELTING

“Z” - TOP

A unique pattern designed especially to
handle free-flowing materials such as
fertilizer. Exceptional incline capabilities.

Working Tension: 120 PIW

PART # DESCRIPTION

S110X BELTING 12" WIDE (PER FOOT)

S110AX | 12" #2 CLIPPER BELT SPLICE NOT INSTALLED (PER PAIR)
S110BX | SPLICE CABLE STAINLESS STEEL (PER INCH)

S$115X BELTING 16" WIDE (PER FOOT)

S117X BELTING 20" WIDE (PER FOOT)

S117AX | BELTING 24" WIDE (PER FOOT)

N/A SPLICE INSTALLATION LABOR  ($80.00 NET)

FERTILIZER DENSITY SCALE

S$100X DENSITY SCALE

* Portable + Extremely Accurate Sliding Weight
+ Large Capacity + Simple to use
+ Chemical Resistant * Durable

10
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PANEL CONTROL SYSTEMS

Power Take-Off (PTO) Vernier Control Systems

Control Systems o _ o
Developed for applications where a precise setting is
DeVeIOped fOI’ harsh environment applica’[ions where required, such as engine RPM'’s or pump pressure.
remote PTO shifting is done. With rugged polymer conduit
cover, .085 diameter stainless steel solid core and easy
to grip phenolic knob, this control will give you the
performance needed for your demanding applications.

PART # DESCRIPTION
W860X 60" VERNIER CONTROL CABLE
W8120X 120" VERNIER CONTROL CABLE
W8180X 180" VERNIER CONTROL CABLE
W960X 60" POWER TAKE-OFF (PTO) CONTROL CABLE
W9120X 120" POWER TAKE-OFF (PTO) CONTROL CABLE
W9180X 180" POWER TAKE-OFF (PTO) CONTROL CABLE

11
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TANK FITTINGS

."'-"

POLYPROPYLENE BULKHEAD FITTINGS

¢ Double-sided threads.
e Standard with EPDM gasket. Viton Available

PART # DESCRIPTION

TF050X | 1/2" POLYPROPYLENE BULKHEAD TANK FITTING - 1 5/8" OD
TF075X | 3/4" POLYPROPYLENE BULKHEAD TANK FITTING - 1 5/8" OD
TF100X | 1" POLYPROPYLENE BULKHEAD TANK FITTING - 2 1/4" OD
TF125X | 1 1/4" POLYPROPYLENE BULKHEAD TANK FITTING - 2 1/4" OD
TF150X | 1 1/2" POLYPROPYLENE BULKHEAD TANK FITTING - 3" OD
TF200X | 2" POLYPROPYLENE BULKHEAD TANK FITTING - 3" OD
TF220X | 2" POLYPROPYLENE BULKHEAD TANK FITTING - 3 1/4" OD
TF300X | 3" POLYPROPYLENE BULKHEAD TANK FITTING - 4 1/2" OD
TF400X | 4" POLYPROPYLENE BULKHEAD TANK FITTING - 5 3/4" OD

BULKHEAD FITTING GASKETS
* EPDM Standard
¢ Viton Optional

PART # DESCRIPTION

B480X REPLACEMENT GASKET (EPDM) FOR 1/2"- 3/4" TANK FITTING
B480VX REPLACEMENT GASKET (VITON) FOR 1/2"- 3/4" TANK FITTING
B481X REPLACEMENT GASKET (EPDM) FOR 1"- 1 1/4" TANK FITTING
B481VX REPLACEMENT GASKET (VITON) FOR 1"- 1 1/4" TANK FITTING
B482X REPLACEMENT GASKET (EPDM) FOR 1 1/2"- 2" TANK FITTING

B482VX REPLACEMENT GASKET (VITON) FOR 1 1/2" - 2" TANK FITTING
TF220GX REPLACEMENT GASKET (EPDM) FOR 2" TANK FITTING 3 1/4" OD
EPDM VITON TF220GVX | REPLACEMENT GASKET (VITON) FOR 2" TANK FITTING 3 1/4" OD
TF300GX REPLACEMENT GASKET (EPDM) FOR 3" TANK FITTING
TF300GVX | REPLACEMENT GASKET (VITON) FOR 3" TANK FITTING

TF400GX REPLACEMENT GASKET (EPDM) FOR 4" TANK FITTING
TF400GVX | REPLACEMENT GASKET (VITON) FOR 4" TANK FITTING

POLYPROPYLENE BOLTED TANK FLANGES

« Stainless steel studs.
¢ Poly foam gaskets.

PART # DESCRIPTION

BF100X 1" x 1" THREADED FLANGE
BF125X 11/4" x 1 1/4" THREADED FLANGE
BF150X 11/2" X1 1/2" THREADED FLANGE
BF200X 2" X 2" THREADED FLANGE
BF300X 3" X 3" THREADED FLANGE
BF100GX | POLY FOAM GASKET 1"

BF200GX | POLY FOAM GASKET 1 1/2"- 2"
BF300GX | POLY FOAM GASKET 3"

12
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MISCELLANEOUS TANK ACCESSORIES

Threaded Collar 10" Threaded Lid w/Vent

 Can be used only on flat surfaces.
* Provide a positive seal, thereby reducing loss
of liquid

PART # DESCRIPTION

1228X 10" THREADED LID
K194CX | 10" THREADED COLLAR

16" Threaded Fillwell and Cover
NOTE: Must be installed in flat surface.

« For use on oval and vertical poly tanks where inside
access is required
« Constructed of polypropylene for resistance to
ag chemicals
* 16" includes 4" center cap with double air breathers
* Large precision threads for secure fit and
leak resistance

PART # DESCRIPTION

1252AX | 16" TANK LID ASSEMBLY INCLUDES 4" CENTER CAP
WIVENT

1252X 4" CENTER CAP W/VENT

1253X 16" THREADED TANK NECK

Screw-On Cap

PART # DESCRIPTION

F191X 6" SCREW ON CAP (SNYDER)

K175X 6" SCREW ON CAP W/VENT (CRM)

Polypropylene Vent Cap

PART # DESCRIPTION

VC230X | 2" VENT CAP WITH 16 MESH SCREEN

VC330X | 3" VENT CAP WITH 10 MESH SCREEN

Polypropylene Siphon Tubes

PART # DESCRIPTION

ST200X 2" POLYPROPYLENE SIPHON TUBE

ST300X 3" POLYPROPYLENE SIPHON TUBE

13
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CDS JOHN BLUE COMPANY E-Z METER
SERIES 2000 PUMPS

Best Built, Better Performing Injection Pump

The E-Z Meter Series 2000 is designed for those growers who
want a pump they can turn on and forget about. E-Z Meter series
2000 Pumps will accurately meter fertilizers, herbicides or
pesticides through irrigation systems-drip, pivot, lateral or even
nursery needs. The Series 2000 combines superb quality and
versatility with ruggedness and convenience.

Quality and versatility. The Series 2000 is designed with only
the highest quality materials available to withstand today’s harsh
chemicals, fertilizers and acid products. All wetted internal parts
exposed to agricultural products are made from 316 stainless
steel or Teflon, chemical-resistant plastics and the highest quality
seals available today. The E-Z Meter Pumps, with their 150 psi
pressure rating and wide capacity range, are a versatile choice
to fit your application needs.

The Series 2000 cylinder assemblies with built-in check valves
provide better performance by virtually eliminating air locking.
The pump comes equipped with large capacity double-ball check
valves, available in either 316 stainless steel or strong, highly
chemical-resistant plastic.

Ruggedness and Convenience. Besides versatility, there are
many other features to the Series 2000 Pump that will save time
and money. Simple installation, totally enclosed gearbox, self-
lubricating bearings, highly corrosion-resistant materials and
rugged construction. Pumps can be powered from single phase,
three phase, 12- and 24-volt DC motors, plus fuel efficient 3 or
4 HP gasoline engines. The E-Z Meter Belt Drive Units have
brackets that allow the pump to be run directly from an irrigation
pump gear reducer.

14

The convenience of injecting the correct volume of fertilizer
and/or chemicals to meet the changing needs of the growing
season is easier than ever. A simple change of calibration sets
the precise flow to be injected. A choice of pumps are offered
that cover all practical injection rates, 0-7.5, 5-30 10-100 or
10-200 GPH, handling the widest scope of application rates.
All Series 2000 Pumps allow simple field adjustment of flow
rate and choice of numerous power sources. Pumping cylinders
can be mounted in tandem for large volume applications or for
injection of non-compatible products.

Pump Calibration Assembly. As always, rate adjustments can
be easily made in the field with only a wrench. Positive lock
calibration assembly visually indicates the precise flow of product
to be injected. The self-lubricating rod end bearing reduces
wear and maintenance.




CDS JOHN BLUE COMPANY E-Z METER
SERIES 2000 PUMPS

5-30 to 10-200 gallons per hour

SIMPLEX MODELS (One Pump With One Cylinder)
Delivery Rate in GPH

BROTHERS EQUIPMENT INC.

NEBRASKA 800-742-7746 = OUT OF STATE 800-228-4582 |

PART # | MODEL # DESCRIPTION

H167X 01620 SIMPLEX 5-30 GPH, V-BELT DRIVE

H169X 20620 SIMPLEX 5-30 GPH, ELECTRIC 220-440 3-PHASE
H171X 10620 SIMPLEX 5-30 GPH, ELECTRIC 110-220 1-PHASE
H172X 30620 SIMPLEX 5-30 GPH, 12 VOLT DC MOTOR

PART # | MODEL # DESCRIPTION

H173X 01630 SIMPLEX 10-100 GPH, V-BELT DRIVE

H175X 21630 SIMPLEX 10-100 GPH, ELECTRIC 220-440 3-PHASE
H177X 11630 SIMPLEX 10-100 GPH, ELECTRIC 110-220 1-PHASE
H178X 30630 SIMPLEX 10-100 GPH, 12 VOLT DC MOTOR

« All pumps standard with polypropylene check valves.
» Replacement parts, reference pages 16 and 17.

DUPLEX MODELS (One Pump With Two Cylinders)
Delivery Rate in GPH For Each Cylinder

PART # | MODEL # DESCRIPTION

H185X 01622 DUPLEX 5-30/5-30 GPH, V-BELT DRIVE

H187X 20622 DUPLEX 5-30/5-30 GPH, ELECTRIC 220-440 3-PHASE
H189X 10622 DUPLEX 5-30/5-30 GPH, ELECTRIC 110-220 1-PHASE
H190X 30622 DUPLEX 5-30/5-30 GPH, 12 VOLT DC MOTOR

PART # | MODEL # DESCRIPTION

H191X 01633 DUPLEX 10-100/10-100 GPH, V-BELT DRIVE

H193X 20633 DUPLEX 10-100/10-100 GPH, ELECTRIC 220-440 3-PHASE
H195X 10633 DUPLEX 10-100/10-100 GPH, ELECTRIC 110-220 1-PHASE
H196X 30633 DUPLEX 10-100/10-100 GPH, 12 VOLT DC MOTOR

« All pumps standard with polypropylene check valves.
« Other combinations of cylinder assemblies for duplex pumps available upon request.
Please call for pricing.

*10-100 GPH pumps can be converted to duplex pumps in the field.
- Replacement parts, reference pages 16 and 17.

15
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E-Z METER SERIES 2000 PUMPS

REPLACEMENT PARTS
(For pumps manufactured beginning October 1999)

Iltem Description 5-30 GPH 10-100GPH Duplex

1 | Gear Box - All Electric G53-9002X G53-9001X G53-9001X
1 | Gear Box - Belt and Gasoline Engine G53-9003X G53-9003X G53-9003X
2 | Motor Single Phase G53-9006X G53-9004X G53-9004X
2 | Motor Three Phase G53-9007X G53-9005X G53-9005X
3 | Base Plate for Electric G52-2001X G52-3001X G52-3001X
3 | Base Plate for Belt Drive G52-3001X G52-3001X G52-3001X
3 | Base Plate for Gasoline Engine G52-5001X G52-5001X G52-5001X
4 | Crank Arm- Electric G50-0003X G50-0002X G50-0002X
4 | Crank Arm - Belt and Gas G50-0002X G50-0002X G50-0002X
5 | Calibration Scale G50-3001X G50-1001X *

6 | Crank Arm Adjuster G50-0004X G50-0004X *

6A | Crank Bolt with Washer G54-0069X G54-0069X *

7 | Calibration Arrow G50-0001X G50-0001X G50-0001X
8 | Safety Cover - Electric (Not Shown) G51-0001X G51-0001X G51-0001X
8 | Safety Cover - Belt and Gas (Not Shown) G51-0001X G51-0001X G51-0001X
9 | Safety Cover Base - Electric (Not Shown) G51-0002X G51-0002X G51-0002X
9 | Safety Cover Base - Belt &Gas (Not Shown) G51-0002X G51-0002X G51-0002X

*Based on size of pump.
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E-Z METER SERIES 2000 PUMPS

REPLACEMENT PARTS
(For pumps manufactured beginning October 1999)

COMPLETE CYLINDER G,
ASSEMBLY T
'E:':;— —_—
3]
| .';."-.Illll
— e
rﬁa’-
W

ltem Description 5-30 GPH 10-100GPH
10 | Complete Cylinder Assembly without Check Valves G54-2100X G54-3100X
10 | Complete Cylinder Assembly w/o Check Valves - Teflon G54-2100-1X G54-3100-1X
11 | Piston Cup Assembly G54-2001X G54-3001X
12 | Cylinder Piston Rod G54-0001X G54-0001X
13 | Cylinder Tube - 316 SS G54-0021X G54-0020X
13 | Cylinder Tube - Teflon G54-0021-SX G54-0020-SX
14 | Rod End Bearing G54-9001X G54-9001X
15 | Cylinder Rod Bushing with Mounting G54-0023X G54-0016X
15 | Cylinder Rod Bushing with Mounting for Teflon Cylinder G54-0023X G54-0016X
15A | Cylinder Rod Bushing G54-0031X G54-0031X
15A | Cylinder Rod Bushing for Teflon Cylinder G54-0031X G54-0031X
16 | Cylinder Head with Pivot Bushing and O-Ring G54-0058X G54-0059X
16 | Cylinder Head with Pivot Bushing and O-Ring - Teflon G54-0058X G54-0059X
17 | Cylinder Head O-ring (not shown) G54-9012X G54-9011X
18 | Pivot Bushing - Plastic (not shown) G54-0033X G54-0033X
19 | Cylinder Mounting Plate G54-0063X G54-0063X
20 | Pivot Bolt G55-9001X G55-9001X
20A | Pivot Bolt Steel Sleeve (not shown) G55-9001AX G55-9001AX
21 | Pivot Mounting Block G55-0003X G55-0003X/G55-0004X*
22 | Front Plate G54-0068X G54-0068X
23 | Elbow Hose to Pipe (3/4" mpt x 1/2" HBEL) G56-9053X G56-9053X
24 | Outlet Check Valve - 316 SS G56-0022X G56-0022X
24A | Outlet Check Valve - Plastic G56-0027X G56-0027X
25 | Inlet Check Valve - 316 SS G56-0021X G56-0021X
25A | Inlet Check Valve - Plastic G56-0026X G56-0026X
26 | Inlet Fitting (1/2"mpt x 1/2" HB) G56-9020X G56-9020X

* A duplex pump is one pump with two cylinders, one on each side. The duplex uses a 10-100 GPH base that accepts any size cylinder:
0-7, 5-30 and 10-100 GPH on either side. When ordering parts for the duplex pump, reference parts based on specific pump size for each side.
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CDS E-Z METER PUMP
REPLACEMENT PARTS
(For pumps manufactured prior to October 1999)

Not Shown:
Safety Cover

Safety Cover Base

BOTH ENDS

See Next Page - Order #10 for Complete
Cylinder Assembly

* Gasoline and Belt Driven Parts may look different from above drawing. When ordering see description below.

Item # Description 5-30 GPH 10-100GPH Duplex

1 Gear Box; All Electric G53-9002X G53-9001X G53-9001X
1 Gear Box; Belt and Gasoline Engine G53-9003X G53-9003X G53-9003X
2 Motor Single Phase G53-9006X G53-9004X G53-9004X
2 Motor Three Phase G53-9007X G53-9005X G53-9005X
3 Base Plate For Electric G52-2001X G52-3001X G52-3001X
3 Base Plate For Belt Drive G52-3001X G52-3001X G52-3001X
3 Base Plate For Gasoline Engine G52-5001X G52-5001X G52-5001X
4 Crank Arm - Electric G50-0003X G50-0002X G50-0002X
4 Crank Arm - Belt & Gas G50-0002X G50-0002X G50-0002X
5 Calibration Scale G50-3001X G50-1001X *

6 Crank Arm Adjuster G50-0004X G50-0004X *

7 Calibration Arrow G50-0001X G50-0001X G50-0001X
8 Safety Cover - Electric G51-0001X G51-0001X G51-0001X
8 Safety Cover - Belt & Gas G51-0001X G51-0001X G51-0001X
9 Safety Cover Base - Electric G51-0002X G51-0002X G51-0002X
9 Safety Cover Base - Belt & Gas G51-0002X G51-0002X G51-0002X
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CDS E-Z METER PUMP
REPLACEMENT PARTS
(For pumps manufactured prior to October 1999)

COMPLETE CYLINDER ASSEMBLY
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Item Description 5-30 GPH 10-100GPH Duplex

10 | Complete Cylinder Assembly G54-2000X G54-3000X *

11 | Piston Cup Assembly G54-2001X G54-3001X *

12 | Cylinder Piston Rod G54-0001X G54-0001X *

13 | Cylinder Tube 316 SS G54-0021X G54-0020X *

14 | Rod End Bearing G54-9001X G54-9001X *

15 | Cylinder Rod Bushing With Mounting G54-0023X G54-0016X *

15A| Cylinder Rod Bushing G54-0031X G54-0031X *

16 | Cylinder Head With Pivot Bushing & G54-0025X G54-0024X *

O-Ring

17 | Cylinder Head O-Ring G54-9012X G54-9011X *

18 | Pivot Bushing G54-0033X G54-0033X G54-0033X
19 | Cylinder Mounting Plate G54-0019X G54-0019X G54-0019X
20 | Pivot Shoulder Bolt G55-9001X G55-9001X G55-9001X
21 | Pivot Mounting Block G55-0001X G55-0001X G55-0002X
22 | Manifold - Poly G56-0002X G56-0001X *

23 | Elbow, Hose to Pipe G56-9024X G56-9002X *

24 | High Pressure Hose With SS Clamps G56-9014X G56-9003X *

25 | Check Valve - Poly G56-0005X G56-0004X *

25 | Check Valve - 316 SS G56-0006X G56-0020X *

26 | Elbow NPT Female G56-9010X G56-9009X *

27 | Outlet Fitting G56-9013X G56-9011X

* A duplex pump is one pump with two cylinders, one on each side. The duplex uses a 10-100GPH base that will
accept any size CDS Cylinder: 0-7 1/2, 5-30 and 10-100 GPH on either side. When ordering parts for a duplex pump,
reference parts based on specific pump size, for each side.
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CDS JOHN BLUE CHECKVALVES

Check Valves permit fluids to flow freely in one direction, while
preventing backflow in the opposite direction. Designed primarily
for the agricultural industry, Check Valves are used with chemical
injection pumps on both the inlet and outlet side of the pump.

Available in 316 stainless
steel or polypropylene.

The specially-blended viton
o-rings are engineered to
be compatible with most
types of fertilizers and
chemicals. The 3/4 and 1/2
inch Check Valves feature
two balls which provide

Poly
Injection
Check
Valve

The ultimate in chemigation efficency & control

e Four-directional release for positive mixing and improved
product distribution and efficiency.

Positive, mechanical spring-loaded shut-off.

e Moving parts continuously cleaned by water.

¢ Meets state and federal injection check valve regulations.
Maximum volume: 60 gallons per hour.

3/4" MNPT for inserting into mainline,
1/4" ENPT inlet threads.

DESCRIPTION

double seal protection 3/4" 12"
against possible impurities .
in the liquid solution. o o
ITEM | DESCRIPTION | 3/4" SS |3/4" POLY | 1/2" SS |1/2" POLY .
1 | Complete 56-0020 | 56-0004 | 56-0006 | 56-0005 .
Check Valve
5 | Spring N/A N/A 56-9027 | 56-9027
6 |Large Ball 56-9017 | 56-9017 | 56-9006 | 56-9006 PART #
8 | Small Ball 56-9007 | 56-9007 | 56-9005 | 56-9005
G369X

POLY INJECTION CHECK VALVE

CDS John Blue Injection Check Valve

STAINLESS STEEL DURABILITY INSURES ACCURATE
CHEMICAL INJECTION INTO IRRIGATION WATER.

With this exclusive design, the solution will mix directly into the water at its
highest velocity point, assuring even distribution. A simple pipe coupling is
required - no special welding or fitting.

APPLICATIONS

¢ All injection systems require an injection
check valve

e Prevent water back-up into chemical
system

e Assists in preventing siphoning effect

¢ |solate pump system for maintenance
or relocation

® Carry extra one for calibrating injection
pump against back pressure

FEATURES

* Stainless steel construction for
service longevity
* Rigid injection tube assures positive
mixing in irrigation water
* Two piece construction makes it easy to
dismantle and inspect
*® Viton gasket and seat for positive sealing
® Controlled spring load to prevent
static leakage

20

SPECIFICATIONS

MATERIALS: 300 SERIES STAINLESS
VITON SEAT & GASKET
INLET: 1/4" NPT FEMALE
PIPE CONNECTION: 1/4" NPT MALE
MAXIMUM FLOW: 100 GAL ./HR.
LENGTH: 6.30" (APPROX.)
OPENING PRESSURE: 30 TO 35 PSI
PART # DESCRIPTION
G367X | CDS JOHN BLUE CHECK VALVE




BROTHERS EQUIPMENT INC.

NEBRASKA 800-742-7746 < OUT OF STATE 800-228-4582

MODEL I-70 INJECTOR PUMP

REPLACEMENT PARTS

ITEM# | PART# | I-O-M # | DESCRIPTION ITEM# | PART# | -O-M # | DESCRIPTION
3 G176X | 021-076 CROSSHEAD 29 G147X | 021-047 CROSSHEAD CONNECTING ROD BEARING
5A G181X | 021-081 GLAND NUT STAINLESS STEEL 3/4" 30 G202X | 021-102 CROSSHEAD CLEVIS PIN
5A G249X | 021-149 GLAND NUT STAINLESS 3/8" 33B G196X | 021-096 PACKING NEOPRENE 3/4"
5A G174X | 021-074 GLAND NUT STAINLESS 1/4" 44 G297X | 043-024 ELECTRIC MOTOR SUPPORT BOLTS (4 REQUIRED)
6 G179X | 021-079 PISTON, 316 STAINLESS 3/4" 47A G153X | 021-053 CYLINDER PURGE PLUG STAINLESS
7A G178X | 021-078 LANTERN RING, PVC 3/4" 55 G341X | 044-121 MOTOR COUPLER-SPIDER INSERT-3 JAW
7B G224X | 021-124 LANTERN RING, STAINLESS 3/4" 55A G160X | 021-112 BREATHER VENT (GEARBOX ASSEMBLY)
7B G158X | 021-058 LANTERN RING, STAINLESS 1/4" 59A G146X | 021-046 GREASE FITTING ECCENTRIC BRG. (DRIVE-IN TYPE)
8A G123X | 021-023 PUMP VALVE - SINGLE BALL (TOP OR BOTTOM) 60 G305X | 043-062 SET SCREW - MOTOR COUPLER
8A1 G129X | 021-029 VALVE BALL - 316 STAINLESS 61 G199X | 021-099 LOCK WASHER - PISTON RETAINING SCREW
8A2 G127X | 021-252 VALVE SPRINGS 101 G100X | 021-015 HOUSING
8A3 G125X | 021-025 VALVE SPRING KEEPERS 102 G101X | 021-014 SLOW SPEED COVER - OPEN
11 G149X | 021-049 ECCENTRIC WASHER AND POINTER 104 G102X | 021-012 HIGH SPEED CAP - OPEN
12 G200X | 021-100 ECCENTRIC TEE BOLT 105 G103X | 021-011 HIGH SPEED CAP - CLOSED
13 G204X | 021-104 ECCENTRIC ADJUST SCREW 108 G105X | 021-007 HIGH SPEED OIL SEAL FOR INPUT SHAFT
14 G208X | 021-108 ECCENTRIC ADJUST SCREW ROLL PIN 109 G106X | 021-006 SLOW SPEED OIL SEAL FOR OUTPUT SHAFT
18 G203X | 021-103 PISTON RETAINING SCREW 111 G107X | 021-005 ROLLER BEARING - HIGH SPEED SINGLE ROW
20 G310X | 043-072 CONNECTING ROD JAM NUT 111A G108X | 021-147 ROLLER BEARING RACE - HIGH SPEED
22 G201X | 021-101 ECCENTRIC LOCK NUT 112 G113X | 021-204 GASKETS - SLOW SPEED (2 REQUIRED) (OUTPUT SHAFT)
23 G292X | 043-019 ECCENTRIC SET SCREWS (2 REQUIRED) G365AX | 049-030 CHECK VALVE WATERLINE (2 PC. HD)
24 G294X | 043-021 CYLINDER SET SCREW G364AX | 049-043 3/4" WATERLINE CHECK VALVE
25 G151AX | 024-014 CYLINDER GREASE FITTING 1/8" (LONG SCREW IN TYPE)
27 G152X | 021-052 CYLINDER GREASE RELIEF FITTING
28 G144X | 021-044 ECCENTRIC CONNECTING ROD BEARING

Note: Prices Subject to Change Without Notice - Some parts limited to supply in stock (no-reorders)

GEAR REDUCER PARTS

INJECT-O-METER
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NEBRASKA 800-742-7746 <« OUT OF STATE 800-228-4582

SCIENCO HERBICIDE PUMPS

DD6 DIAPHRAGM PUMP DD6 MOTOR

The DD6 diaphragm pump is designed to mount directly into The DD6 Motor is the drive unit for the DD6 pump.
the mini-bulk container. The DD6 will pump low to high viscosity It is powered by a 12 volt D.C. U.L. listed electric
liquids with an internal recirculating feature for agitation capabilities. motor. It comes with the electrical hardware.

The discharge port configuration features a check valve to prevent (Elbow discharge kits not included.)

chemical container leakage as the motor discharge hose is
designed to break away in the event of an accident. This pump
includes a vent, rain cover, mounting hardware and gasket. The
flow rate is 7 to 9 U.S. GPM PART # DESCRIPTION

(Motor and dip tubes not included.) D750X | DD6 PUMP W/CHECK VALVE
D755X | DD6 12-VOLT MOTOR ONLY
D751X | REPAIR KIT DD6 PUMP

Replacement Parts Reference Page 23

KD-23-AC KD-23-01
Elbow kit, not threaded Elbow kit, threaded
PART # DESCRIPTION

D753AX KD-23-AC ELBOW KIT, NOT THREADED
D753X KD-23-01 ELBOW KIT, THREADED
D753BX KD-23-02 “O” RING KIT

D754CX DD6M-106 WAVE WASHER

22
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- BROTHERS EQUIPMENT INC.

Model DD-6 REPLACEMENT PARTS "y '”F'_"'l

'.1- .__;.;_.-’-‘-i--__.. -
PUMPUNIT r-ﬂL

Part # Description PR 11" k_:i
D751X | REPAIRKIT I
INCLUDES REF #36, #23 -

#20, #13, #28

D751AX DIAPHRAGM KIT
INCLUDES REF #6, #7, #9, #10
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Model DD-6 REPLACEMENT PARTS |
MOTOR UNIT %3k -
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Part # Description AR 7l
D755BX | WOBBLE PLATE WITH BEARING 7. _}Q;%
INCLUDES REF #29, #28 o= I*i n T
D758IX SWITCH ASSEMBLY BT i LT
INCLUDES REF #6 T i T
D757X BLACK HANDLE KIT (OLDSTYLE) Eh 'ir" i n--l
INCLUDES REF # NOT SHOWN :"|j'-;-b_ .
EE
h] 1
o I'.-___-|-: -_— I
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NOTE: Replacement Parts Available in Repair Kits Only . =
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SCIENCO HERBICIDE PUMPS

MODEL SS - 6 REPLACEMENT PARTS (PUMP UNIT)

Part # Description

D656X REPAIR KIT

INCLUDES REF #6, 7, 8,
9, 34, 33, 12, 28, 27, 25,
23,22, 21,10, 11, 32,
31, 15, 16, 24, 17, 19

REPLACEMENT PARTS (MOTOR UNIT)

Part # Description

D758IX SWITCH ASSY
INCLUDES REF #6
D755BX WOBBLE PLATE ASSY
INCLUDES REF # 29, 28

NOTE: Replacement Parts Available in Repair Kits Only
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SCIENCO HERBICIDE PUMPS
PH6 PUMP CADDY - PH6

PH6 PANTHER PUMP ¥ 7

The PH6 diaphragm pump is a non-UL rated polypropylene/nylon i
transfer pump for low and high viscosity liquids. Pump is not i
to be used with flammable liquids. It is powered by a 12-volt : oy
electric motor with a 30-minute duty cycle. Flow rate is 8 to 10 '
GPM s @ 60 degrees. This configuration includes 1" discharge !
and suction ports. |

4 ot
PART # DESCRIPTION . | ° ) .
D658AX | 12 -VOLT PLASTIC DIAPHRAGM PUMP & MOTOR | N y
D758PX | PH6 CADDY W/METER PORTABLE SYSTEM - Y P
INCLUES: PH6 PUMP, SEM 10 FLOWMETER 'l LE= o
1" X 12’ DISCHARGE AND SUCTION HOSE ALL MOUNTED g o Lk .
IN A TUBULAR STAND I

= —-m
REPLACEMENT PARTS - - .-
L5
PART # DESCRIPTION - ;
e JESIE
De58scxX | CARTRIDGE KIT i
INCLUDES REF #18, 6 '
D658DX SWITCH KIT
INCLUDES REF #12, 9, 14, 13 N
D658EX | SEALKIT
INCLUDES REF #6 & 8
HOUSING KIT —_—
D658FX |  |NCLUDES REF # 11,17, 5 1 | b] l-_[ ]
- .-I=l 'H. "*-."e- __.-
NOTE: Replacement Parts Available in Repair Kits Only. E
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SCIENCO HERBICIDE METERS

SEM-10 (FIXED MOUNTING)
ELECTRONIC FLOW METER

The SEM-10 operates at 60 psi. Powered by three standard
AA batteries, it has three calibration modes and is constructed
of high-strength nylon. This meter is light weight with a large
anti-glare display for easy readout. The SEM-10 operates in
a temperature range of 150 degrees Fahrenheit at a flow rate
from 2 to 30 GPM.

FEATURES:

e Large 0.7 inch LCD Display characters

e Simple one-touch operation

Choice of three calibration procedures

» Extended battery life, Auto shut off in 40 seconds

Positive displacement nutating disk accurate to +/-0.5%
» Display measures up to 999,999.9 for greater accuracy

* 1" male NPT inlet and outlet

Part # | Description
NOTE: Configuration enables meter to be directly D662X | SEM-10 Electronic Meter 1"
mounted to pump discharge via 1” rear port. D662BX | SEM-10 Electronics

D662CX [ SEM-10 Magnetic Kit

SEM-10FT (FLOW THROUGH)
ELECTRONIC FLOW METER

The SEM-10FT operates at 60 psi. Powered by three standard
AA batteries, it has three calibration modes and is constructed of
high-strength nylon. This meter is light weight with a large anti-glare
display for easy readout. It operates in a temperature range of 150
degrees Fahrenheit at a flow rate from 2 to 30 GPM.

FEATURES:

e Large 0.7 inch LCD Display characters

» Simple one-touch operation

* Choice of three calibration procedures

» Extended battery life, Auto shut off in 40 seconds

* Positive displacement nutating disk accurate to +/-0.5%

« Display measures up to 999,999.9 for greater accuracy

* 1" male NPT inlet and outlet

NOTE: Configuration enables meter to be
mounted at hose end.

Part # | Description
D662FX | SEM-10FT Electronic Meter 1"
D662BX [ SEM-10 Electronics
D662CX | SEM-10 Magnetic Kit
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